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Equipment List ‘A’

Equipment to be supp]iggf SEA and ipg;gl};d By the Contractc;r

“NO $.H.A. MATERIALS NEEDED*

PROPOSED VIDEO

Equipment List "B’
Equipment to be furnished and mstalled by the Contractor.

ITEM QUANTITY DESCRIPTION

1902 1 EA MAINTEMANCE OF TRAFFIC PER ASSIGMMENT

5003 48 LF REMOVAL OF -EXTSTING PERMANENT PAVEMENT LINE MARKINGS

5004 48 LF 24 INCH WHITE PREFORMED THERMOPLASTICPAVEMENT MARKING -

8019 1 EA F & I VIDEO DETECTION CAMERA W,/ 3 WIPE

8031 1 EA REMOVE & DISPOSE OF EQUIPMENT

Equipment List 'C!
Removed and Salvaged Items
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' [ PHASING WOTES:
1.) PHASES ASSGCIATED BY A DASHED LINE #ILi OPERATE CONCURRENTLY
2.7 PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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i 2. Use existing conduit. Remove existing loop detector lead-in cables.
i 3. Use existing strain pole. Remove existing loop detector lead-in cables.
i . 4. Usgpx%stingh span wire. Remove existing loop detector lead-in cables.
1 13 5. Use cx?.sting__ strain pole. Install proposed video detection camera.
H | 6. Use existing span wire. Remove existing loop detector lead-in cables.
i Install proposed video detection lead-in gable. -
0 7. Use existing strain pole and controller cabinet. Remove existing loop detector
I lead-in cables for phase 8. Install proposed video detection lead-in cable,
“ Traffic Operations Division personnel will program interface equipment
upon completion of proposed work. - |
“ 8. Remove existing stop lines and replace to SHA standards.
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